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REMAINING FURNITURE FASTENERS

GSCZ / GSOC (PN-EN 10230-1)   Lost head nails

Code Code
 dw x Lw

 [mm]
Size
in

inchesBF
BLACK FINISH

Zn
BLUE

GSCZ-12020 GSOC-12020 1,2 x 20 - 5

GSCZ-12025 GSOC-12025 1,2 x 25 1” 5

GSCZ-14025 GSOC-14025 1,4 x 25 1” 5

GSCZ-14030 GSOC-14030 1,4 x 30 - 5

GSCZ-16035 GSOC-16035 1,6 x 35 - 5

GSCZ-18040 GSOC-18040 1,8 x 40 1,5” 5

GSCZ-20040 GSOC-20040 2,0 x 40 1,5” 5

GTCZ / GTOC Upholstery nails

Code Code
 dw x Lw

 [mm]BF
BLACK FINISH

Zn
BLUE

GTCZ-18018 GTOC-18018 1,8 x 18 5

GTCZ-20020 GTOC-20020 2,0 x 20 5

Description

Application Use for making lap joints in wood and similar materials. Narrow oval head; 
shank diameter depends on shank length. For use in woodworking.

Type 
of installation

Assembling does not require prior drilling.

Substrate Chipboard, plywood, wood, sterling board, MDF board

Material Black finish or zinc-plated low carbon steel

Description

Application Suitable for joining upholstery material or fabric to wooden framework. Lar-
ge raised head and shank up to 20mm.

Type 
of installation

Assembling does not require prior drilling.

Substrate Chipboard, plywood, wood, sterling board, MDF board

Material Black finish or zinc-plated low carbon steel

Zn
BLUE

Zn
BLUE

BF
BLACK FINISH

BF
BLACK FINISH


